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Stantec Consulting Services, Inc.
15575 Los Gatos Boulevard, Building C
Los Gatos, CA 95032
Tel: (408) 356-6124

August 31, 2012

Mr. Mark Detterman
Alameda County Health Care Services Agency
Department of Environmental Health Services, Environmental Protection Division
1131 Harbor Bay Parkway, Suite 250
Alameda, CA 94502

RE: LNAPL Recovery Status Report

Dear Mr. Detterman:

On behalf of Chevron Environmental Management Company (Chevron), Stantec
Consulting Services Inc. (Stantec) is pleased to submit this Light Non-Aqueous Phase
Liquid (LNAPL) Recovery Status Report for Chevron 90504, which is located at 15900
Hesperian Blvd., San Leandro, Alameda County, California (the Site – Figure 1). This
report was prepared at the request of the Alameda County Department of Environmental
Health Services (ACDEHS) in correspondence dated July 13, 2012 (Appendix A).

LNAPL Monitoring and Recovery Summary

To facilitate LNAPL recovery efforts during the month of August 2012, Stantec monitored
well C-2 weekly for LNAPL thickness. This well is located along the western edge of the
Site between Hesperian Blvd. and the underground storage tanks (USTs; shown on
Figure 2). If LNAPL was measured in well C-2, the LNAPL (generally a mixture of
LNAPL and groundwater) was recovered using disposable bailers and stored on Site in
a 35-gallon drum with a 55-gallon drum used as over-pack. During each LNAPL
monitoring and recovery event, one (1) new SoakEaseTM absorbent sock was placed
inside a stainless steel canister in well C-2 with the bottom of the sock positioned
approximately one foot below the measured static groundwater level. Following
replacement of the absorbent sock in well C-2, the used absorbent sock was stored in
the 35-gallon drum on Site. Weekly LNAPL monitoring and recovery field data sheets
are included in Appendix B.

Observations of LNAPL in well C-2 during August 2012 included:
 LNAPL thickness was measured at 0.10 feet on August 3, 2012;
 LNAPL thickness was measured at 0.08 feet on August 10, 2012; and
 No measureable LNAPL was observed on August 15, August 24, and August 30,

2012.

Based on calculations using LNAPL thickness, the August 2012 totals for well C-2
include:

 A total of approximately 200 milliliters (0.053 gallons) of LNAPL were recovered;
and

 A total of approximately 5 Liters (1.32 gallons) of total fluids (LNAPL and
groundwater mixture) were recovered.
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Appendix A

ACDEHS-EPD Correspondence







Appendix B

Field Data Sheets






















