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1. INTRODUCTION 

This report presents a record of wastewater discharged from the remediation 
system located at 3609 International Boulevard, Oakland, California into the East 
Bay Municipal Utility District (EBMUD) sewer system from January through June 
2010. The treatment system was operated by SOMA Environmental Engineering, 
Inc. (SOMA). SOMA prepared this report on behalf of Mr. Abolghassem Razi, the 
property owner.  
 
2. TREATMENT SYSTEM OPERATION 

The treatment system began operating on December 6, 1999. Approximately 
4,369,120 gallons of groundwater have been treated and discharged into the 
EBMUD sewer system (as of January 28, 2010). The treatment system has been 
offline since then. SOMA is no longer conducting groundwater extraction and 
treatment at the site. Therefore, SOMA requested a termination of this discharge 
permit, which was granted on June 24, 2010. 
 
During the period of operation, SOMA conducted regular maintenance and 
sampling of the treatment system. Influent samples were collected from the 200-
gallon holding tank. Samples were also collected from effluent of the 2,000-
pound granular activated carbon unit (GAC-1) and the treatment system effluent 
(PSP#1). However, since the treatment system was shut down in January 2010, 
no sampling was required during this reporting period. 
 
Table 1 shows the total volume of effluent discharged into the EBMUD sewer 
system, historical analysis results of samples collected from effluent of the 
GAC-1 unit and the treatment system, and pertinent maintenance history. 
 
 
3. SUMMARY OF RESULTS 

From the last reporting date, December 30, 2009 to January 28, 2010, 
approximately 32,290 gallons of groundwater was treated and discharged into 
the on-site sewer main;     

1. The permit specifies an allowable discharge rate of approximately 1,900 
gallons per day. During this reporting period, approximately 1,113 
gallons/day were discharged to the site sewer main.  

2. Based on SOMA’s request dated June 17, 2010, the discharge permit was 
terminated effective June 24, 2010 
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TABLE 1 

Total Volume of Water Treated, Operational Data, and 
Effluent and GAC-1 Analytical Results  

 



Effluent
Totalizer
Reading MtBE 2

TPH-g
(ug/L)

Month Date (gallons) (ug/L)

June 6/24/2010 4,369,120

January 1/28/2010 4,369,120

December 12/14/2009 4,323,550 <0.5 <50 <0.5 <0.5 <0.5 <0.5

<0.5 <50 <0.5 <0.5 <0.5 <0.5

September 9/4/2009 4,269,770 <0.5 <50 <0.5 <0.5 <0.5 <0.5

<0.5 <50 <0.5 <0.5 <0.5 <0.5

June 6/8/2009 4,239,570 <0.5 <50 <0.5 <0.5 <0.5 <0.5

<0.5 <50 <0.5 <0.5 <0.5 <0.5

March 3/17/2009 4,133,498 <0.5 <50 <0.5 <0.5 <0.5 <0.5

<0.5 <50 <0.5 <0.5 <0.5 <0.5

December 12/11/2008 4,013,030 <0.5 <50 <0.5 <0.5 <0.5 <0.5

<0.5 <50 <0.5 <0.5 <0.5 <0.5

September 9/8/2008 3,973,338 <0.5 <50 <0.5 <0.5 <0.5 <0.5

<0.5 <50 <0.5 <0.5 <0.5 <0.5

June 6/9/2008 3,927,778 <0.5 <50 <0.5 <2.0 <0.5 <2.0

<0.5 <50 <0.5 <2.0 <0.5 <2.0

May 5/21/2008

March 3/4/2008 3,839,508 <0.5 <50 <0.5 <2.0 <0.5 <2.0

<0.5 <50 <0.5 <2.0 <0.5 <2.0

October 10/31/2007 3,673,410 <0.5 <50 <0.5 <2.0 <0.5 <2.0
<0.5 <50 <0.5 <2.0 <0.5 <2.0

July 7/27/2007 3,643,880 <0.5 <50 <0.5 <2.0 <0.5 <2.0
<0.5 <50 <0.5 <2.0 <0.5 <2.0

Table 1
Total Volume of Water Treated, Historical Operational Data,

and Laboratory Analytical Results for PSP #1 (Effluent) and GAC-1 Samples
3609 International Boulevard, Oakland, California

20072007

Total Xylenes
(ug/L)

2008

55-gallon polishing vessel changed

2009

2010

Treatment System Shut Down

Discharge Permit Terminated

Lab Results For PSP #1 1 and GAC-1 SamplesLab Results For PSP #1 1 and GAC-1 Samples

Toluene
(ug/L)

Ethyl-
benzene

(ug/L)
Toluene
(ug/L)

Benzene
(ug/L)
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Effluent
Totalizer
Reading MtBE 2

TPH-g
(ug/L)

Month Date (gallons) (ug/L)

Table 1
Total Volume of Water Treated, Historical Operational Data,

and Laboratory Analytical Results for PSP #1 (Effluent) and GAC-1 Samples
3609 International Boulevard, Oakland, California

Total Xylenes
(ug/L)

Lab Results For PSP #1 1 and GAC-1 SamplesLab Results For PSP #1 1 and GAC-1 Samples

Toluene
(ug/L)

Ethyl-
benzene

(ug/L)
Toluene
(ug/L)

Benzene
(ug/L)

May 5/17/2007 3,590,070 <0.5 <50 <0.5 <2.0 <0.5 <2.0
<0.5 <50 <0.5 <2.0 <0.5 <2.0

April 4/27/2007 3,561,230 <0.5 <50 <0.5 <2.0 <0.5 <2.0
<0.5 <50 <0.5 <2.0 <0.5 <2.0

4/20/2007 3,546,800

March 3/16/2007 3,528,090 <0.5 <50 <0.5 <2.0 <0.5 <2.0
<0.5 <50 <0.5 <2.0 <0.5 <2.0

February 2/22/2007 3,510,560 <0.5 <50 <0.5 <2.0 <0.5 <2.0
<0.5 <50 <0.5 <2.0 <0.5 <2.0

2/19/2007 3,508,300 Carbon Change-out of 2000 lb vessel and 55 gallon polishing vessel

January  1/16/2007 3,488,140 <0.5 <50 <0.5 <2.0 <0.5 <2.0
1.37 <50 1.68 <2.0 1.25 <2.0

December 12/22/2006 3,469,890 <0.5 <50 <0.5 <0.5 <0.5 <0.5
<0.5 <50 <0.5 <0.5 <0.5 <0.5

November  11/20/2006 3,455,980 <0.5 <50 <0.5 <2.0 <0.5 <2.0
<0.5 <50 <0.5 <2.0 <0.5 <2.0

October 10/18/2006 3,447,850 <0.5 <50 <0.5 <2.0 <0.5 <1.0
<0.5 <50 <0.5 <2.0 <0.5 <1.0

September 9/27/2006 3,441,500 <0.5 <50 <0.5 <0.5 <0.5 <0.5
<0.5 <50 <0.5 <0.5 <0.5 <0.5

August 8/14/2006 3,425,340 <0.5 <50 <0.5 <2.0 <0.5 <1.0
<0.5 <50 <0.5 <2.0 <0.5 <1.0

July 7/24/2006 3,414,800 <0.5 <50 <0.5 <2.0 <0.5 <1.0
<0.5 <50 0.94 <2.0 <0.5 <1.0

June 6/15/2006 3,387,940

6/7/2006 3,379,880 <0.5 <50 <0.5 <2.0 <0.5 <1.0
2.89 <50 5.3 <2.0 1.24 4.91

May 5/18/2006 3,350,260
May 5/11/2006 3,337,750 <0.5 <50 <0.5 <2.0 <0.5 <1.0

0.61 <50 <0.5 <2.0 <0.5 <1.0

April 4/19/2006 3,268,110 <0.5 <50 <0.5 <2.0 <0.5 <1.0
1.66 <50 <0.5 <2.0 <0.5 <1.0

4/10/2006 3,236,770 Carbon Change-out of 2000 lb vessel and 55 gallon polishing vessel

Startup of groundwater extraction from the new extraction well EX-1.
As of this date, groundwater is being extracted from three wells at the site

(EX-1, West Riser, and Center Riser). 

2006

Carbon Change-out of 2000 lb vessel and 55 gallon polishing vessel

replaced existing 200 gallon holding tank with newer 200 gallon tank

Carbon Change-out of 2000 lb vessel and 55 gallon polishing vessel
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Effluent
Totalizer
Reading MtBE 2

TPH-g
(ug/L)

Month Date (gallons) (ug/L)

Table 1
Total Volume of Water Treated, Historical Operational Data,

and Laboratory Analytical Results for PSP #1 (Effluent) and GAC-1 Samples
3609 International Boulevard, Oakland, California

Total Xylenes
(ug/L)

Lab Results For PSP #1 1 and GAC-1 SamplesLab Results For PSP #1 1 and GAC-1 Samples

Toluene
(ug/L)

Ethyl-
benzene

(ug/L)
Toluene
(ug/L)

Benzene
(ug/L)

March  3/10/2006 3,220,570 <0.5 <50 <0.5 <2.0 <0.5 <1.0
<0.5 <50 <0.5 <2.0 <0.5 <1.0

February 2/10/2006 3,186,590 <0.5 <50 <0.5 <2.0 <0.5 <1.0
<0.5 <50 <0.5 <2.0 <0.5 <1.0

January 1/4/2006 3,122,610 <0.5 <50 <0.5 <0.5 <0.5 <0.5
<0.5 <50 <0.5 <0.5 <0.5 <0.5

December 12/9/2005 3,081,750 <0.5 <50 <0.5 <2.0 <0.5 <1.0
<0.5 <50 <0.5 <2.0 <0.5 <1.0

November 11/14/2005 3,072,540 <0.5 <50 <0.5 <2.0 <0.5 <1.0
<0.5 <50 <0.5 <2.0 <0.5 <1.0

October 10/17/2005 3,065,260 <0.5 <50 <0.5 <2.0 <0.5 <1.0
<0.5 <50 <0.5 <2.0 <0.5 <1.0

September 9/29/2005 3,060,640

9/12/2005 3,055,676 <0.5 <50 <0.5 <2.0 <0.5 <1.0
<0.5 <50 <0.5 <2.0 <0.5 <1.0

August 8/8/2005 3,042,586 <0.5 <200 <0.5 <2.0 <0.5 <1.0
0.51 <200 <0.5 <2.0 <0.5 <1.0

July 7/7/2005 3,026,010 <0.5 <200 <0.5 <2.0 <0.5 <1.0
<0.5 <200 <0.5 <2.0 <0.5 <1.0

June 6/9/2005 3,000,386 <0.5 <200 <0.5 <2.0 <0.5 <1.0
0.61 <200 <0.5 <2.0 <0.5 <1.0

May 5/9/2005 2,971,430 <0.5 <200 <0.5 <0.5 <0.5 <1.0
<0.5 <200 <0.5 <0.5 <0.5 <1.0

5/4/2005 2,964,270

April 4/4/2005 2,904,500 <0.5 <200 <0.5 <0.5 <0.5 <1.0
<0.5 <200 <0.5 <0.5 <0.5 <1.0

totalizer changed at meter reading of 2,189,270totalizer changed at meter reading of 2,189,270

Replaced existing 2000 lb carbon vessel with newer 2000 lb vessel,          
also replaced 55 gallon polishing vessel

Carbon Change-out of 2000 lb vessel and 55 gallon polishing vessel

2005

2006
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Effluent
Totalizer
Reading MtBE 2

TPH-g
(ug/L)

Month Date (gallons) (ug/L)

Table 1
Total Volume of Water Treated, Historical Operational Data,

and Laboratory Analytical Results for PSP #1 (Effluent) and GAC-1 Samples
3609 International Boulevard, Oakland, California

Total Xylenes
(ug/L)

Lab Results For PSP #1 1 and GAC-1 SamplesLab Results For PSP #1 1 and GAC-1 Samples

Toluene
(ug/L)

Ethyl-
benzene

(ug/L)
Toluene
(ug/L)

Benzene
(ug/L)

March 3/21/2005 2,874,170 <0.5 <200 <0.5 <0.5 <0.5 <1.0
<0.5 <200 <0.5 <0.5 <0.5 <1.0

February 2/14/2005 2,828,000

2/7/2005 2,819,000 <5.0 <50 <5.0 <5.0 <5.0 <5.0
<5.0 <50 <5.0 <5.0 <5.0 <5.0

January 1/19/2005 2,775,000

1/3/2005 2,730,480 3.6 <50 <0.5 <0.5 <0.5 <0.5
3.8 <50 <0.5 <0.5 <0.5 <0.5

December 12/6/2004 2,667,620 <0.5 <50 <0.5 <0.5 <0.5 <1.0
<0.5 <50 <0.5 <0.5 <0.5 <1.0

November 11/8/2004 2,631,600 <0.5 <50 <0.5 <0.5 <0.5 <0.5
<0.5 <50 <0.5 <0.5 <0.5 <0.5

October 10/13/2004 2,606,420 < 2.0 < 50 <0.5 <0.5 <0.5 <0.5
<2.0 <50 <0.5 <0.5 <0.5 <0.5

September 9/13/2004 2,594,390 < 2.0 < 50 <0.5 <0.5 <0.5 <0.5
< 2.0 < 50 <0.5 <0.5 <0.5 <0.5

August 8/25/2004 2,586,010

8/9/2004 2,581,250 < 2.0 < 50 <0.5 <0.5 <0.5 <0.5
< 2.0 < 50 <0.5 <0.5 <0.5 <0.5

July 7/13/2004 2,568,830 < 2.0 < 50 <0.5 <0.5 <0.5 <0.5
< 2.0 < 50 <0.5 <0.5 <0.5 <0.5

7/21/2004 2,564,710

June 6/14/2004 2,549,470 < 2.0 < 50 <0.5 <0.5 <0.5 <0.5
< 2.0 < 50 <0.5 <0.5 <0.5 <0.5

May 5/26/2004 2,530,000
5/10/2004 2,488,760
5/17/2004 2,518,910
5/5/2004 2,500,650 Carbon Changed Out and 55 Gallon Drum Changed Out

5/3/2004 2,497,350 < 2.0 < 50 <0.5 <0.5 <0.5 <0.5
< 2.0 < 50 <0.5 <0.5 <0.5 <0.5

April 4/15/2004 2,436,190 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
<5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

Carbon Change-out of 2000 lb vessel and 55 gallon polishing vessel

2004

Semi Annual Treatment System Meeting With Ebmud
Replaced 55-gallon polishing vessel and restarted the system

Carbon Change-out of 2000 lb vessel and 55 gallon polishing vessel

55 Gallon Drum Changed Out

2005

55 Gallon Drum Changed Out

55 Gallon Drum Changed Out
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Effluent
Totalizer
Reading MtBE 2

TPH-g
(ug/L)

Month Date (gallons) (ug/L)

Table 1
Total Volume of Water Treated, Historical Operational Data,

and Laboratory Analytical Results for PSP #1 (Effluent) and GAC-1 Samples
3609 International Boulevard, Oakland, California

Total Xylenes
(ug/L)

Lab Results For PSP #1 1 and GAC-1 SamplesLab Results For PSP #1 1 and GAC-1 Samples

Toluene
(ug/L)

Ethyl-
benzene

(ug/L)
Toluene
(ug/L)

Benzene
(ug/L)

March  3/17/2004 2,376,200
February  2/24/2004 2,276,770 < 5.0 < 5.0 < 5.0 < 5.0 < 5.0 < 5.0

<5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
January 1/27/2004 2,165,220 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

<5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
1/13/2004 2,116,720 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

<5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

December 12/8/2003 2,092,330 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
<5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

November 11/17/2003 2,087,670 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
<5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

11/3/2003 2,079,460 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
<5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

October 10/13/2003 2,073,060 5.3 < 50 < 5.0 < 5.0 < 5.0 < 5.0
<5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

10/1/2003 2,072,610

September 9/15/2003 2,056,910 <5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
6 < 50 < 5.0 < 5.0 < 5.0 < 5.0

9/2/2003 2,040,040 <5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
<5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

August 8/19/2003 2,021,040 <5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
  <5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

July 7/21/2003 1,995,240 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
40 < 50 < 5.0 < 5.0 < 5.0 < 5.0

7/9/2003 1,990,260 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
36 < 50 < 5.0 < 5.0 < 5.0 < 5.0

June 6/18/2003 1,978,560

6/10/2003 1,972,780 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
< 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

May 5/21/2003 1,951,830 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
< 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

5/1/2003 1,918,270 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
< 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

April 4/11/2003 1,882,440 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
< 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

Carbon Change-out of 2000 lb vessel and 55 gallon polishing vessel

2003

2004

Carbon Change-out of 2000 lb vessel and 55 gallon polishing vessel

Carbon Change-out of 2000 lb vessel and 55 gallon polishing vessel
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Effluent
Totalizer
Reading MtBE 2

TPH-g
(ug/L)

Month Date (gallons) (ug/L)

Table 1
Total Volume of Water Treated, Historical Operational Data,

and Laboratory Analytical Results for PSP #1 (Effluent) and GAC-1 Samples
3609 International Boulevard, Oakland, California

Total Xylenes
(ug/L)

Lab Results For PSP #1 1 and GAC-1 SamplesLab Results For PSP #1 1 and GAC-1 Samples

Toluene
(ug/L)

Ethyl-
benzene

(ug/L)
Toluene
(ug/L)

Benzene
(ug/L)

March 3/19/2003 1,846,490 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
< 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

February 2/25/2003 1,804,960
2/19/2003 1,791,720 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

< 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
January 1/27/2003 1,733,500 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

< 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

1/2/2003 1,675,600 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
< 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

December 12/10/2002 1,672,870 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
< 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

November 11/22/2002 1,668,650 < 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0
< 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

11/13/2002 1,664,780 replaced gasket on top of  2000 lb GAC vessel, slight leak was detected

11/7/2002 1,663,880

October 10/16/02 3 1,661,590 < 310 2,000 Y Z < 310 < 310 < 310 < 310
< 0.5 < 50 < 0.5 < 0.5 < 0.5 < 0.5

September 9/19/2002 1,653,600 < 5 < 50 < 5 < 5 < 5 < 5
< 5 < 50 < 5 < 5 < 5 < 5

August 8/23/2002 1,641,650 1 < 50 < 0.5 < 0.5 < 0.5 < 0.5
< 0.5 < 50 < 0.5 < 0.5 < 0.5 < 0.5

July 7/23/2002 1,632,834 <5.0 < 50 <5.0 <5.0 <5.0 <5.0
< 5.0 < 50 < 5.0 < 5.0 < 5.0 < 5.0

June 6/24/2002 1,610,050 1.7 < 50 < 0.5 < 0.5 < 0.5 < 0.5
< 0.5 < 50 < 0.5 < 0.5 < 0.5 < 0.5

May 5/30/2002 1,571,630 < 0.5 < 50 < 0.5 < 0.5 < 0.5 < 0.5
< 0.5 < 50 < 0.5 < 0.5 < 0.5 < 0.5

5/20/2002 1,548,000
5/8/2002 1,538,850
5/1/2002 1,529,650

April 4/24/2002 1,528,740 < 0.5 < 50 < 0.5 < 0.5 < 0.5 < 0.5
< 0.5 < 50 < 0.5 < 0.5 < 0.5 < 0.5

4/1/2002 1,478,500

replaced 55-gallon polishing vessel with new 55 gallon carbon drumreplaced 55-gallon polishing vessel with new 55 gallon carbon drum

installed new compressor
removed newly installed compressor, installed another compressor

installed new 55 gallon GAC Vessel

2002

2003

Carbon Change-out of 2000 lb vessel and 55 gallon polishing vessel

repaired valve plate assembly on compressor

page 6 of 9



Effluent
Totalizer
Reading MtBE 2

TPH-g
(ug/L)

Month Date (gallons) (ug/L)

Table 1
Total Volume of Water Treated, Historical Operational Data,

and Laboratory Analytical Results for PSP #1 (Effluent) and GAC-1 Samples
3609 International Boulevard, Oakland, California

Total Xylenes
(ug/L)

Lab Results For PSP #1 1 and GAC-1 SamplesLab Results For PSP #1 1 and GAC-1 Samples

Toluene
(ug/L)

Ethyl-
benzene

(ug/L)
Toluene
(ug/L)

Benzene
(ug/L)

March 3/25/2002 1,478,420 performed carbon change-out on treatment system
3/18/2002 NR replaced piston on compressor
3/14/2002 1,478,330

February 2/27/2002 1,449,830 < 0.5 < 50 < 0.5 < 0.5 < 0.5 < 0.5
1.1 < 50 < 0.5 < 0.5 < 0.5 < 0.5

January 1/22/2002 1,381,370 < 2.0 < 50 < 0.5 < 0.5 < 0.5 < 0.5
< 2.0 < 50 < 0.5 < 0.5 < 0.5 < 0.5

December 12/12/2001 1,311,340 ND ND ND ND ND ND
ND ND ND ND ND ND

November 11/2/2001 1,272,660 ND ND ND ND ND ND
0.6 ND ND ND ND ND

September 9/28/2001 NA ND ND ND ND ND ND
ND ND ND ND ND ND

August 8/22/2001 1,243,100 ND ND ND ND ND ND
ND ND ND ND ND ND

July 7/26/2001 1,227,270 ND ND ND ND ND ND
ND ND ND ND ND ND

7/11/2001 1,226,730 NA NA NA NA NA NA
NA NA NA NA NA NA

June 6/29/2001 1,224,600 NA NA NA NA NA NA
ND ND ND ND ND ND

6/26/2001 NR
6/16/2001 1,216,580 NA NA NA NA NA NA

NA NA NA NA NA NA

6/7/2001 1,216,580 NA NA NA NA NA NA
NA NA NA NA NA NA

May 5/30/2001 1,205,198 NA NA NA NA NA NA
NA NA NA NA NA NA

5/23/2001 1,194,390 NA NA NA NA NA NA
NA NA NA NA NA NA

5/17/2001 1,182,360 ND ND ND ND ND ND
ND ND ND ND ND ND

5/10/2001 1,166,850 NA NA NA NA NA NA
NA NA NA NA NA NA

5/5/2001 1,151,600 NA NA NA NA NA NA
NA NA NA NA NA NA

April 4/28/2001 1,135,690 NA NA NA NA NA NA
NA NA NA NA NA NA

4/21/2001 1,113,570 NA NA NA NA NA NA
NA NA NA NA NA NA

4/11/2001 1,082,700 NA ND ND ND ND ND
ND ND ND ND ND ND

4/6/2001 1,065,540 NA NA NA NA NA NA
NA NA NA NA NA NA

2002

compressor not working, repaired compressor

installed new compressor

compressor not building up pressure

installed new compressor

2001
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Effluent
Totalizer
Reading MtBE 2

TPH-g
(ug/L)

Month Date (gallons) (ug/L)

Table 1
Total Volume of Water Treated, Historical Operational Data,

and Laboratory Analytical Results for PSP #1 (Effluent) and GAC-1 Samples
3609 International Boulevard, Oakland, California

Total Xylenes
(ug/L)

Lab Results For PSP #1 1 and GAC-1 SamplesLab Results For PSP #1 1 and GAC-1 Samples

Toluene
(ug/L)

Ethyl-
benzene

(ug/L)
Toluene
(ug/L)

Benzene
(ug/L)

March 3/29/2001 1,036,330 NA NA NA NA NA NA
NA NA NA NA NA NA

3/21/2001 1,036,070 NA NA NA NA NA NA
NA NA NA NA NA NA

3/17/2001 1,035,100 NA NA NA NA NA NA
NA NA NA NA NA NA

3/13/2001 1,032,500 ND ND ND ND ND ND
NA NA NA NA NA NA

3/2/2001 996,520 NA NA NA NA NA NA
NA NA NA NA NA NA

3/1/2001 NR

February 2/28/2001 NR Carbon Change-out was performed on GAC-1, washed algae from 

2/10/2001 975,490 System shut down for maintenance and cleaning.
January 1/29/2001 957,880 ND ND ND ND ND ND

ND ND ND ND ND ND

December 12/5/2000 883,000 ND ND ND ND ND ND
ND ND ND ND ND ND

November 11/24/2000 NR ND ND ND ND ND ND
ND ND ND ND ND ND

11/1/2000 842,000 ND ND ND ND ND ND
ND ND ND ND ND ND

October 10/1/2000 809,000 ND ND ND ND ND ND
ND ND ND ND ND ND

August 8/27/2000 781,000 ND ND ND ND ND ND
8/24/2000 778,000

July 7/26/2000 726,000 ND ND ND ND ND ND
7/19/2000 718,000 ND ND ND ND ND ND
7/13/2000 712,000 ND ND ND ND ND ND
7/7/2000 706,000 ND ND ND ND ND ND

2000

2001

totalizer changed at meter reading of 775,000totalizer changed at meter reading of 775,000

holding tank, cleaned 2000 lb GAC, re-started systemholding tank, cleaned 2000 lb GAC, re-started system

system re-started after carbon change-outsystem re-started after carbon change-out

belt replaced on compressor

system was re-started 
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Effluent
Totalizer
Reading MtBE 2

TPH-g
(ug/L)

Month Date (gallons) (ug/L)

Table 1
Total Volume of Water Treated, Historical Operational Data,

and Laboratory Analytical Results for PSP #1 (Effluent) and GAC-1 Samples
3609 International Boulevard, Oakland, California

Total Xylenes
(ug/L)

Lab Results For PSP #1 1 and GAC-1 SamplesLab Results For PSP #1 1 and GAC-1 Samples

Toluene
(ug/L)

Ethyl-
benzene

(ug/L)
Toluene
(ug/L)

Benzene
(ug/L)

June 6/29/2000 700,000 ND ND ND ND ND ND
6/21/2000 682,220 ND ND ND ND ND ND
6/16/2000 669,720 ND ND ND ND ND ND
6/10/2000 651,200 ND ND ND ND ND ND

May 5/31/2000 629,000 ND ND ND ND ND ND
5/23/2000 603,700 ND ND ND ND ND ND
5/18/2000 570,000 ND ND ND ND ND ND
5/10/2000 530,400 ND ND ND ND ND ND

April 4/30/2000 488,300 ND ND ND ND ND ND
4/18/2000 485,300 ND ND ND ND ND 0.51

compressor stopped, system shut down until April 29, 2000 
4/10/2000 440,200 ND ND ND ND ND ND
4/4/2000 390,100 ND ND ND ND ND ND
4/2/2000 NR

March 3/31/2000 NR
3/24/2000 388,000 ND ND ND ND ND ND
3/17/2000 357,100 ND ND ND ND ND ND
3/10/2000 329,000 ND ND ND ND ND ND
3/3/2000 300,000

February 2/25/2000 274,000 ND ND ND ND ND ND
2/18/2000 233,000 ND ND ND ND ND ND
2/11/2000 190,000 ND ND ND ND ND ND
2/4/2000 160,800 ND ND ND ND ND ND

January 1/28/2000 130,600 ND ND ND ND ND ND
1/21/2000 103,435 ND ND ND ND ND ND
1/17/2000 NR GAC-1 was replaced with 2,000 lb GAC unit

1/14/2000 83,500 185 ND ND ND ND ND

December 12/23/1999 51,680 1486 NA ND ND ND ND
ND NA ND ND ND ND

12/16/1999 30,450 963 NA ND ND ND ND
ND NA ND ND ND ND

12/9/1999 9,000 230 ND ND ND ND ND

Notes:
1            The designator "Effluent" used on sampling and laboratory documents refers to samples collected from PSP #1.
2           MTBE was analyzed using EPA Method 8260B, prior to the September 2003. After September 2003, 
              MtBE was only analyzed by EPA Method 8021B. 
3            Lab data as shown for Oct. 2002 is erroneous data. During lab analysis a high detection of 2-Butanone 
              was detected in only the effluent sample. The influent sample for 2-Butanone was at only 20 ppb.
              This caused a high dilution factor causing a high non-detectable value. The high TPH-g value 
              was misrepresentative due to the Y and Z flags. 
ND, < :  Not Detected above laboratory reporting limits
NA:       Not Analyzed
NR:       Not recorded. Totalizer reading not recorded.
Y:          Sample exhibits fuel pattern which does not resemble standard
Z:          Sample exhibits unknown single peak or peaks

Pumping began on December 6, 1999

1999

2000

second polishing GAC was replaced with 55 gallon GAC unit

transfer overheated, repaired pump, restarted system 3/6/00 

performed a carbon change-out on GAC-1

replaced GAC-2 with a special GAC designed for removal of MtBE

performed a carbon change-out on GAC-1
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