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Attachment C 
 
To: Walter Craven 
From: Markus Niebanck, PG 
Date: March 18, 2009 
 
Re: Soil Management Plan 
 1549 32nd Street (2868 Hannah St), Oakland  
 
 
Background 
 
The project site was previously occupied by an industrial use.  Environmental testing 
commissioned by the current owner identified the presence of use-related contaminants in 
soil and groundwater beneath the facility.  As described in technical reports, the owner 
retained an excavation contractor to remove the identified contamination by way of three 
individual in-building excavations.  The owner represents that all actionable impact has been 
mitigated. 
 
Environmental Project Management Plan 
 
As currently planned, construction activities will take place primarily at grade and above.  A 
limited amount of near-slab subsurface work may be required, though it is anticipated this 
work will occur at a depth far shallower than the lower bound of the environmental 
excavations. 
 
While this is the case, it is recognized that construction plans are occasionally modified and 
that the possibility of encountering unanticipated conditions exists.  Accordingly, this 
environmental management plan has been prepared to describe actions that will be taken in 
the event that the depth of work relative to grade changes or in the event that unexpected 
environmental conditions are discovered during planned activity. 
 
1. Change in Excavation Depth 
 
A change in construction plans with respect to the depth of sub-grade work is not 
anticipated, but in the event it occurs the revised plan will be reviewed by an environmental 
specialist prior to its implementation.  Specifically, the specialist will review the 
contemplated depth and location of the excavation in relation to known site features and 
the previous condition-related excavations.  If the change in plans suggests the possibility 
of construction workers encountering residual contamination, arrangements will be made for 
an environmental specialist to be present during construction to monitor subsurface 
conditions.  The environmental specialist shall utilize typical visual and instrumented 
monitoring techniques, and shall be authorized to stop work in the event a potentially 
hazardous condition is encountered.  In the event such a condition is encountered 
modifications to the construction plan will be considered.  If modifications are impracticable 
appropriate measures will be taken to ensure worker safety. 
 
Under no circumstances will construction workers be allowed to work unprotected in a 
known hazardous environment. 
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2. Discovery of Unanticipated Conditions 
 
Workers will be advised of the prior uses of the facility before construction begins.  Workers 
will be instructed to remain vigilant, so as to allow the earliest supervisory notification 
possible in the event an unknown condition is observed.  Site supervisors will take special 
care to inspect sub-grade work areas during construction to provide a second line of 
observational support. 
 
In the event an unanticipated condition is encountered (unusually discolored soil, unusual 
odors, etc.) work in this area will be halted.  The environmental specialist will be called to 
the site for appropriate condition evaluation, and an assessment completed prior to re-
starting work in this area.    
 
 


