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August 17, 2016 
 
Ms. Kit Soo 
Alameda County Health Care Services Agency 
1131 Harbor Bay Parkway, Suite 250 
Alameda, California 94502  
 
Subject: Indoor Air Sampling Work Plan 

10700 MacArthur Boulevard 
Oakland, California 94605 

  AEI Project No. 261829 
Toxics Case No. RO0002580 

 
Dear Ms. Soo: 
 
On behalf of Jay-Phares Corporation, AEI Consultants (AEI) has prepared this Indoor Air Sampling 
Work Plan for the property located at 10700 MacArthur Boulevard in the City of Oakland, Alameda 
County, California (“the Site”).  During a meeting with the Alameda County Health Care Services 
Agency (ACHCSA) on August 17, 2016, indoor air samples were requested by ACHCSA staff to 
assess indoor air quality in the former Anna’s Linens tenant space.  As described in AEI’s Interim 
Remediation Status Report dated June 10, 2015, a soil vapor extraction and treatment (SVET) 
system and a sub-slab depressurization (SSD) system are operating at the Site to remediate 
volatile organic compounds (VOCs), including tetrachloroethylene (PCE) and its daughter 
products, observed in soil and soil vapor at the Site.   
 
The former Anna’s Linens property is currently not occupied, and during the meeting it was 
discussed that it may be prudent to collect indoor air samples during system operation to assess 
indoor air quality prior to a new tenant occupying the tenant space.  Below are the details for the 
proposed indoor air sampling event. 

1.0 PROPOSED INDOOR AIR SAMPLING EVENT 
 
Two indoor air samples and one ambient air sample are proposed to be collected to assess the 
current indoor air quality. The samples will be collected using Summa™ canisters equipped with 
a flow controller calibrated to collect samples over an 8-hour period. Sample equipment will be 
provided by McCampbell Analytical, Inc. (McCampbell) of Pittsburg, California (DOHS Certification 
Number 1644). Prior to sampling, the initial vacuum for each sample canister will be measured 
and recorded. The indoor air samples will be collected in the breathing zone which is 
approximately 3 to 5 feet above slab surface, and the outdoor ambient sample will be collected 
at a height of approximately 6 feet in general accordance with the DTSC Advisory. 
 
Following the 8-hour sample collection, sample canisters will be sealed and submitted for analysis 
of PCE, trichloroethene (TCE), cis and trans-1,2-dichloroethene, and vinyl chloride using USEPA 
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